
 

 

Light Curtain Installation Guide 

Description: 

The bracket system is universal and can be installed on Two/Three Speed openings, LH/RH. 

 

Parts Supplied: 

1 x Bottom Bracket   2 x Carriage Bolt (3/8”) 

1 x Vertical Bracket   2 x Washer (3/8”)  

1 x Top Bracket   2 x Flange Nut (3/8”)  

1 x U-Bolt (1/4”)   1 x VHB Tape (14’) 

4 x Flange Nut (1/4”)   1 x Light Curtain (Two Rails) 

2 x Flange Bolt (1/4”)      

 

Step 1 

Install Bottom Bracket under sill using the two 3/8” Carriage bolts, washers and nuts provided. Leave 

hardware snug but not too lose. 

                                                       
Step 2 

Install Top Bracket on end of track using the U-Bolt and two 1/4” nuts provided.  Place the U-Bolt close to the 

front rail. Tighten both nuts. 
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Step 3 

Install the vertical bracket to the bottom bracket first. Use the hole at the bottom of the bracket and secure 

using a 1/4” screw and nut.                                    

                                                    
Step 4 

Line up the two slots and secure to the top bracket using the 1/4" screw and nut provided.   

(1
st

 Slot = 2000mm, 2
nd

 Slot = 2150mm, 3
rd

 Slot = 2400mm) 
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Step 5 

Square up the bottom and vertical bracket. Position so that there is a 5mm running clearance between the 

vertical bracket and the door panels. Tighten up all hardware. The vertical bracket can be cut down on smaller 

entrances.  If making a cut before installation make sure it’s the right side as the bracket is used on both left 

hand and right hand openings. 

                                             
Step 6 

Install the light curtains using VHB Tape provided. Place one strip on the vertical bracket the other on the 

strike post edge.  Ensure light rails are facing each other, are vertically aligned and connectors are at the top 

before placing on tape. Be careful as the tape is very strong. Make proper connections and test.   

 

 

-Installation Complete- 
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