
Assembly Instructions for Multipiece Single Stage Jack

ADJUSTING A GMV LINE RUPTURE VALVE (LRV) WHEN INTERFACED WITH A 
GMV CONTROL VALVE

 Step 1. Load car to full capacity.

 Step 2. Send car to top fl oor.

 Step 3. Screw (Control Valve) Adjuster #5 in (clockwise) to stop.

Step 4. Remove the cap, loosen lock nut from LRV and screw out adjuster (counterclockwise) to 
stop.

 Step 5. Call elevator down at full contract speed, LRV should not trip.

 Step 6. Send car to top fl oor.

 Step 7. Screw the adjuster in one turn and call the elevator down, repeat steps 6 and 7 until LRV  
 trips.

 Step 8.  When LRV trips send car to top fl oor and screw the adjuster out (counterclockwise) 3   
 turns and send car to top fl oor.

 Step 9. Call car down and the LRV should not trip.

 Step 10. Tighten lock nut holding adjuster screw. Place cap back on to the adjustment screw and  
 screw out (Control Valve)#5 adjuster before putting the car back into normal operation.

 If you have any questions please feel free to contact us at our toll free number, (800) 567-3557.

ADJUSTER CAP



Assembly Instructions for Multipiece Single Stage Jack

ADJUSTING A GMV LINE RUPTURE VALVE (LRV) WHEN INTERFACED WITH A 
NON-GMV CONTROL VALVE

If the LRV has three adjusters, #2 and #3 adjusters have been set by the factory and do not need re-
adjusting, the only adjuster that you need to set in the fi eld is the #1 Adjuster. 

 Step 1. Load car to full capacity.

 Step 2. Send car to top fl oor.

 Step 3. Screw the #1 Adjuster screw out (counterclockwise) to stop.

 Step 4. Call elevator down at full contract speed, LRV should not trip.

 Step 5. Send the car to the top fl oor.

Step 6. Screw the #1 Adjuster in two turns and call elevator down and repeat steps 5 and 6 until 
LRV trips.

Step 7. When LRV trips send car to top fl oor and screw the #1 Adjuster out (counterclockwise) 3 
turns and send car to top fl oor.

Step 8. Call the car down and the LRV should not trip.

Step 9. Tighten lock nut holding adjuster screw at the same time and place cap back onto 
Adjuster #1.

Note: Adjuster screw # 1 is longer than cap, if your adjustment screw is out too far the cap may 
not cover the entire adjuster screw.

 If you have any questions please feel free to contact us at our toll free number, (800) 567-3557.
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